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PARTS VIEW

CAST MECHANICAL SUSPENSION - 11.5T U/SLUNG

l;f: PART No. DESCRIPTION APPLICATION
SINGLE TANDEM TRIAXLE
4 46” 5’ 8’1” | 91”7 10°1”

1.23 1.38 1.54 24 2.7 3.1
1 KH690037 CAST HANGER FRONT & REAR U/SLUNG 4 4 4 4 4 4 4
2A KH690036 CAST EQUALISER HANGER 2.4 - 2 - - - -
2B KH690089 CAST EQUALISER HANGER 2.7, 3.1 - - 2 2 - 4 4
3A KH690007 ROCKER EQUALISER - 1.2,2.4 - 2 - - 4 - -
3B KH690020 ROCKER EQUALISER —1.38, 2.7 - - 2 - - 4 -
3C KH690010 ROCKER EQUALISER - 1.5, 3.1 - - - 2 - - 4
4 KH600002 SPRING ASSEMBLY — 8 LEAF PACK 2 4 4 4 6 6 6
4 KH600026 SPRING ASSEMBLY —9 LEAF PACK 2 4 4 4 6 6 6
4 KH600037 SPRING ASSEMBLY -3 LEAF PACK 2 4 4 4 6 6 6
4 KHFRU13 SPRING ASSEMBLY — 13 LEAF PACK 2 4 4 4 6 6 6
5 KH690027 SEAT SPRING ULTRA LOW — @127 2 4 4 4 6 6 6
6A KH690038 SPRING CLAMP SADDLE 2 4 4 4 6 6 6
6B KH600014 SPRING CLAMP PLATE (3 LEAF) 2 4 4 4 6 6 6
7 KH685004/245 | U-BOLT M22x245mm — @127 (8 LEAF) c¢/w NUTS 4 8 8 8 12 12 12
7 KH685004/270 | U-BOLT M22x270mm — @127 (9 & 13 LEAF) ¢/w NUTS 4 8 8 8 12 12 12
7 KH685004/290 | U-BOLT M22x290mm — @127 (3 LEAF) c¢/w NUTS 4 8 8 8 12 12 12
8 KH685004W M22 WASHER (U-BOLT) 8 16 16 16 24 24 24
9A KH600003/380 | RADIUS ROD FIXED — 380mm *** - 1 1 1 1 1 1
9B KH600003/405 | RADIUS ROD FIXED — 405mm *** 1 - - - - - -
9C KH685001/405 | RADIUS ROD ADJUSTABLE ASM — 405mm *** 1 - - - - - -
10 KH600003/465 | RADIUS ROD FIXED — 465mm - - - 1 - - 2
10 KH600003/470 | RADIUS ROD FIXED —470mm - 1 - - 2 - -
10 KH600003/395 | RADIUS ROD FIXED — 395mm - - 1 - - 2 -
11 1925 SCREW R/ROD 380 *** & 395mm - 1 2 1 1 3 1
12 1927 SCREW R/ROD 465 & 470mm - 1 - 1 2 - 2
13 FW68-0502R END RADIUS ROD — RH THREAD 1 2 2 2 3 3 3
14 FW68-0502L END RADIUS ROD — LH THREAD 1 2 2 2 3 3 3
15 KHB12/45/15 M12x45 BOLT (ROD END) 4 8 8 8 12 12 12
16 KHB12/15 M12 NYLOC NUT 4 12 12 12 20 20 20
17 KHB12/120/15 | M12x12 BOLT (SPRING RETURN) - 4 4 4 8 8 8
18 KH685003-L* | PIN & BUSH ASSEMBLY — RADIUS ROD 4 8 8 8 12 12 12
19 KH690018B* PIN & BUSH ASSEMBLY — EQUALISER ROCKER - 2 2 2 4 4 4
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PARTS VIEW

Ezf PART No. DESCRIPTION APPLICATION
SINGLE TANDEM TRIAXLE
4 4°6” 5’ 817 | 9°1” | 10°1”
1.23 | 1.38 | 1.54 2.4 2.7 3.1
KH770781 SPRING SEAT MEDIUM - 50mm — @127
KH690025 SPRING SEAT HIGH — 75mm — @127
KH600120SQ SPRING SEAT —25mm — [1120 AXLE SEAT OPTIONS (ITEM 5)
KH600120SQ50 SPRING SEAT — 50mm — [1120
KH600120SQ75 SPRING SEAT — 75mm — [1120
A 1101 EQUALISER BUSH RUBBER
1101M EQUALISER BUSH RUBBER (MULLINS)
11010 EQUALISER BUSH URETHANE
* 1301 RADIUS ROD BUSH RUBBER BUSH OPTIONS
1301M RADIUS ROD BUSH RUBBER (MULLINS)
1301U RADIUS ROD BUSH URETHANE
KH685004/245 U-BOLT M22x245mm — @127 ¢/w NUTS
KH685004/270 U-BOLT M22x270mm — @127 ¢/w NUTS
KH685004/290 U-BOLT M22x290mm — @127 ¢/w NUTS
KH685004/320SQ | U-BOLT M22x320mm — [1120 ¢/w NUTS
KH685004/325 U-BOLT M22x325mm — @127 ¢/w NUTS U-BOLT OPTIONS (ITEM 7)
KH685004/350 U-BOLT M22x350mm — @127 ¢/w NUTS
KH685004/350SQ | U-BOLT M22x350mm — [1120 ¢/w NUTS
KH685004/370SQ | U-BOLT M22x370mm — [1120 ¢/w NUTS
KH685004/377 U-BOLT M22x377mm — @127 ¢/w NUTS
Note:  O: Optional

*Bush only available as part of ‘pin & bush’ assembly KH685003-L
“Bush only available as part of ‘pin & bush’ assembly KH690018B

*** For single axle suspension, using 13 leaf spring packs {KHU1A13}, the “Torque Rod length is 380 mm

2

and the hanger spacing is 940 mm. For all other spring packs the leading axle torque rod length is 405 mm
and the spring hanger spacing is 980 mm.
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